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CL1-HLD Hardware Manual

MODEL CL1-HLD

MODEL CODE 00P091
SPACK
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Please see reverse side.
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CL1-HLDIE, DINL—ILERfF T FEf=I1F. R UICKHEERFITNTEET,

The CL1-HLD can be installed to a DIN rail or directly mounted using a
mounting screw.
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Mass(Weight): 0.02kg(0.05Ibs) 121.6(0.86") 10

Unit: mm(inches)

a) BIERAELE ($3.0): BWEHICH3.IDNZHITTERT %,

Protrusion for alignment ¢ 3.0(0.12") :
A hole of ¢3.3(0.13") should be made on the mounting surface to
accommodate a).

b) ¢4 SER{HI (MAERST ) #dH(F bIL S EEBET8~108N-cm

®4.5(0.18") mounting hole (M4 mounting screw)
Tightening torque range: 78 to 108 N-cm

c) DINL—ILE{TRZ v DIN rail mounting clip

d) DINL — JLtig : 35mm
wFDINL —JL :TH35-7. 5Fe, TH35-7. 5Al

DIN rail width : 35mm(1.37")
Applicable DIN rail : TH35-7.5Fe or TH35-7.5Al

e) DINL— /LAl Center of DIN rail

f) 3mmLATDINL—)LE{FAAR Y ECLI-HDAFH LEL K I L TLFZELY,

3 mm (0.11") or less. Make sure the DIN rail mounting screw and the CL1-HLD
do not interfere with each other.
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